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The dimensions of the above figure 
shall be as follows:

Label Dimensions 
Percent of 

television pic-
ture height 

A Television picture height ................ 100.0
B Television picture width .................. 133.33
C Height of safe caption area ............ 80.0
D Width of safe caption area ............. 106.67
E Vertical position of safe caption 

area.
10.0

F Horizontal position of safe caption 
area.

13.33

(13) Special characters: Displayable 
characters (except for ‘‘transparent 
space’’) which require a two-byte se-
quence of one non-printing and one 
printing character. The non-printing 
byte varies depending on the data 
channel. Regular characters require 
unique one-byte codes which are the 
same in either data channel. 

(14) Text: When written with an 
upper-case ‘‘T’’, refers to the Text 
Mode. When written with a lower-case 
‘‘t’’, refers to any combination of 
displayable characters. 

(15) Transparent space: Transmitted 
as a special character, it is a one-col-
umn-wide space behind which program 
video is always visible (except when a 
transparent space immediately pre-
cedes or follows a displayable char-
acter and solid box is needed to make 
that character legible). 

[56 FR 27201, June 13, 1991, as amended at 57 
FR 19094, May 4, 1992; 58 FR 44893, Aug. 25, 
1993]

§ 15.120 Program blocking technology 
requirements for television receiv-
ers. 

(a) Effective July 1, 1999, manufactur-
ers of television broadcast receivers as 
defined in section 15.3(w) of this chap-
ter, including personal computer sys-
tems meeting that definition, must en-
sure that one-half of their product 
models with picture screens 33 cm (13 
in) or larger in diameter shipped in 
interstate commerce or manufactured 
in the United States comply with the 
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provisions of paragraphs (c), (d), and (e) 
of this section.

NOTE: This paragraph places no restric-
tions on the shipping or sale of television re-
ceivers that were manufactured before July 
1999.

(b) Effective January 1, 2000, all TV 
broadcast receivers as defined in sec-
tion 15.3(w) of this chapter, including 
personal computer systems meeting 
that definition, with picture screens 33 
cm (13 in) or larger in diameter shipped 
in interstate commerce or manufac-
tured in the United States shall com-
ply with the provisions of paragraphs 
(c), (d), and (e) of this section. 

(c) Transmission format. (1) Analog 
television program rating information 
shall be transmitted on line 21 of field 
2 of the vertical blanking interval of 
television signals, in accordance with 
§ 73.682(a)(22) of this chapter. 

(2) [Reserved] 
(d) Operation. (1) Analog television 

receivers will receive program ratings 
transmitted pursuant to industry 
standard EIA–744 ‘‘Transport of Con-
tent Advisory Information Using Ex-
tended Data Service (XDS)’’, October 
1997, Electronics Industries Association 
and EIA–608 ‘‘Recommended Practice 
for Line 21 Data Service’’, September 
1994, Electronics Industries Associa-
tion. This incorporation by reference 
was approved by the Director of the 
Federal Register in accordance with 5 
U.S.C. 552(a) and 1 CFR part 51. Block-
ing of programming shall occur when a 
program rating is received that meets 
the pre-determined user requirements. 
Copies of EIA–744 and EIA–608 may be 
obtained from: Global Engineering 
Documents, 15 Inverness Way East, En-
glewood, Co 80112–5704. Copies of EIA–
744 and EIA–608 may be inspected dur-
ing normal business hours at the fol-
lowing locations: Federal Communica-
tions Commission, 2000 M Street, NW, 
Technical Information Center (Suite 
230), Washington, DC, or the Office of 
the Federal Register, 800 North Capitol 
Street, NW, suite 700 Washington, DC. 

(2) Digital television receivers shall 
react in a similar manner as analog 
televisions when programmed to block 
specific rating categories. 

(e) All television receivers as de-
scribed in paragraph (a) of this section 
shall block programming as follows: 

(1) Channel Blocking. Channel Block-
ing should occur as soon as a program 
rating packet with the appropriate 
Content Advisory or MPAA rating 
level is received. Program blocking is 
described as a receiver performing all 
of the following:

• Muting the program audio. 
• Rendering the video black or otherwise 

indecipherable. 
• Eliminating program-related captions.

(2) Default State. The default state of 
a receiver (i.e., as provided to the con-
sumer) should not block unrated pro-
grams. However, it is permissible to in-
clude features that allow the user to 
reprogram the receiver to block pro-
grams that are not rated. 

(3) Picture-In-Picture (PIP). If a re-
ceiver has the ability to decode pro-
gram-related rating information for 
the Picture-In-Picture (PIP) video sig-
nal, then it should block the PIP chan-
nel in the same manner as the main 
channel. If the receiver does not have 
the ability to decode PIP program-re-
lated rating information, then it 
should block or otherwise disable the 
PIP if the viewer has enabled program 
blocking. 

(4) Selection of Ratings. Each tele-
vision receiver, in accordance with user 
input, shall block programming based 
on the age based ratings, the content 
based ratings, or a combination of the 
two. 

(i) If the user chooses to block pro-
gramming according to its age based 
rating level, the receiver must have the 
ability to automatically block pro-
grams with a more restrictive age 
based rating. For example, if all shows 
with an age-based rating of TV–PG 
have been selected for blocking, the 
user should be able to automatically 
block programs with the more restric-
tive ratings of TV–14 and TV–MA. 

(ii) If the user chooses to block pro-
gramming according to a combination 
of age based and content based ratings 
the receiver must have the ability to 
automatically block programming 
with a more restrictive age rating but 
a similar content rating. For example, 
if all shows rated TV–PG–V have been 
selected for blocking, the user should 
be able to block automatically shows 
with the more restrictive ratings of 
TV–14–V and TV–MA–V. 
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(iii) The user should have the capa-
bility of overriding the automatic 
blocking described in paragraphs 
(e)(4)(i) and (4)(ii) of this section. 

[63 FR 20133, Apr. 23, 1998]

§ 15.121 Scanning receivers and fre-
quency converters used with scan-
ning receivers. 

(a) Except as provided in paragraph 
(c) of this section, scanning receivers 
and frequency converters designed or 
marketed for use with scanning receiv-
ers, shall: 

(1) Be incapable of operating (tun-
ing), or readily being altered by the 
user to operate, within the frequency 
bands allocated to the Cellular Radio-
telephone Service in part 22 of this 
chapter (cellular telephone bands). 
Scanning receivers capable of ‘‘readily 
being altered by the user’’ include, but 
are not limited to, those for which the 
ability to receive transmissions in the 
cellular telephone bands can be added 
by clipping the leads of, or installing, a 
simple component such as a diode, re-
sistor or jumper wire; replacing a plug-
in semiconductor chip; or programming 
a semiconductor chip using special ac-
cess codes or an external device, such 
as a personal computer. Scanning re-
ceivers, and frequency converters de-
signed for use with scanning receivers, 
also shall be incapable of converting 
digital cellular communication trans-
missions to analog voice audio. 

(2) Be designed so that the tuning, 
control and filtering circuitry is inac-
cessible. The design must be such that 
any attempts to modify the equipment 
to receive transmissions from the Cel-
lular Radiotelephone Service likely 
will render the receiver inoperable. 

(b) Except as provided in paragraph 
(c) of this section, scanning receivers 
shall reject any signals from the Cel-
lular Radiotelephone Service frequency 
bands that are 38 dB or lower based 
upon a 12 dB SINAD measurement, 
which is considered the threshold 
where a signal can be clearly discerned 
from any interference that may be 
present. 

(c) Scanning receivers and frequency 
converters designed or marketed for 
use with scanning receivers, are not 
subject to the requirements of para-
graphs (a) and (b) of this section pro-

vided that they are manufactured ex-
clusively for, and marketed exclusively 
to, entities described in 18 U.S.C. 
2512(2), or are marketed exclusively as 
test equipment pursuant to § 15.3(dd). 

(d) Modification of a scanning re-
ceiver to receive transmissions from 
Cellular Radiotelephone Service fre-
quency bands will be considered to con-
stitute manufacture of such equip-
ment. This includes any individual, in-
dividuals, entity or organization that 
modifies one or more scanners. Any 
modification to a scanning receiver to 
receive transmissions from the Cellular 
Radiotelephone Service frequency 
bands voids the certification of the 
scanning receiver, regardless of the 
date of manufacture of the original 
unit. In addition, the provisions of 
§ 15.23 shall not be interpreted as per-
mitting modification of a scanning re-
ceiver to receiver Cellular Radio-
telephone Service transmissions. 

(e) Scanning receivers and frequency 
converters designed for use with scan-
ning receivers shall not be assembled 
from kits or marketed in kit form un-
less they comply with the require-
ments in paragraph (a) through (c) of 
this section. 

(f) Scanning receivers shall have a 
label permanently affixed to the prod-
uct, and this label shall be readily visi-
ble to the purchaser at the time of pur-
chase. The label shall read as fol-
lows:WARNING: MODIFICATION OF 
THIS DEVICE TO RECEIVE 
CELLULARRADIOTELEPHONE 
SERVICE SIGNALS IS PROHIBITED 
UNDER FCCRULES AND FEDERAL 
LAW. 

(1) ‘‘Permanently affixed’’ means 
that the label is etched, engraved, 
stamped, silkscreened, indelible print-
ed or otherwise permanently marked 
on a permanently attached part of the 
equipment or on a nameplate of metal, 
plastic or other material fastened to 
the equipment by welding, riveting, or 
permanent adhesive. The label shall be 
designed to last the expected lifetime 
of the equipment in the environment in 
which the equipment may be operated 
and must not be readily detachable. 
The label shall not be a stick-on, paper 
label. 

(2) When the device is so small that it 
is not practicable to place the warning 
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